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additional features

32°

Even in tight spaces and unstable footing, the powerful 
motor provides sure and reliable travel in low gear, and 
quick agility in high gear.

Traveling Power is at Top of it’s Class

Operator-Friendly Design for 
Maintenance Work

The oil cooler and radiator are positioned side by side, 
making them easy to clean. The radiator can be tilted 
backward to simplify cleaning its front side.

Arm-Float Function
Equipped as Standard
Standard equipped Arm-Float function makes it easy 
to pack down sur face d i r t.  Standard equipped 
proportional switch simplifies auxiliary operations.

CL45

CL35

Easy Maintenance and Cleaning
The tilt-up Rops canopy simplifies maintenance. Tilt-up 
can be done simply by removing 4 bolts. Since the tilt 
angle is a wide 70°, it provides ample accessibility for 
maintenance work.

The engine passes all EPA 
Interim Tier 4/ EC Stage 
3A(CL35),EPA Tier 3/ EC 
Stage 3A(CL45) emission 
control regulat ions and 
offers low-noise operation.

Electronic engine accelerator is 
equipped as standard for easier 
regulation of revolution.

Specia l heavy-duty welding structure has been 
adopted for the main frame. 
Tough arm constructed with due consideration to 
heavy workloads.

The higher rated load capacity enables 
the bucket to carry a larger load and 
providing substantial digging power.

Rated Load of 1150kg for 
Better Stability
and Improved Efficiency

Accommodates a wide working range and 
achieves dumping height tops in its class. 
Standard equipped Self-Leveling function 
minimizes spillage while operating the bucket.

Wide Working Range

Friendly to Environment

Reduced fue l  consumpt ion,  coup led w i th the 
large-capacity 91 liter fuel tank, means longer hours of 
operation and less downtime for refueling, minimizing 
hassle for the operator as well.

Work is possible for a long time, too. 
A large-capacity tank

Superior Usability

The lef t joystick is equipped with a constant f low 
control switch. The r ight joystick has a pair of 4 
function switchs for attachment operations to control 
attachment’s Solenoid valves.

Operation Functions to Match
the Working Environment

Departure angle of 32° is largest 
in its class, making it easier to 
load up for transporting.

32° Departure Angle

Well thought-out mainframe design 
delivers a wide-angle view to the rear 
spanning from left to right.

Wide-Angle Rear Visibility

CL35 & CL45 CL35 & CL45 CL35 & CL45

CL35 & CL45

CL45

CL45

High Reliability for 
Heavy-duty Construction

CL45

CL35

CL35 & CL45 CL45

Attachment 4 function
Electric Outlet. Slidable Front Window

CL45:Hydraulic Type(Option)CL35:Quick Hitch

Proportional Flow
Hold Switch

Aux.Flow
Hi-Lo Switch

Slow Drive Switch
(Option)

Hyd.Quick Hitch Switch
(Option)

Aux.Flow
Single-Double Switch

Arm-Float function Button

Eco Mode Button

Proportional Switch

Aux.Flow hold Button

Attachment 4 function
Switch
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